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OUR MOST FUEL-EFFICIENT TRAILER TIRE

• DURABLE CONSTRUCTION
• FUEL EFFICIENT PERFORMANCE
• IMPROVED RESISTANCE TO DAMAGE



1.888.YOKOTEL (965.6835)   |   customerservice@yokohama.ca

ULTRA WIDE BASE LONG HAUL TRAILER

SIZES AND SPECIFICATIONS

State-Of-The-Art Compound
An all-new, fuel-efficient Tread 

Compound provides one of the lowest 
RRCs in the category without

sacrificing treadwear.

Optimized Sipes
Increased Siping greatly improves traction, for 
powerful braking in acclimate conditions.

Optimized Tread Pattern
The Advanced Tread Pattern with seven 
circumferential grooves rolls smoothly 
for improved fuel-efficiency.

Durable Construction
Yokohama Casings are so tough, all 
sizes of the BluEarth 109L are backed 
by a 6-Year, 3 Retread Warranty.

Yokohama tires are subject to an ongoing development process. Yokohama Tire Canada reserves the right to change product specifications at any time without notice or obligation.

In today’s ultra-competitive landscape, only the most fuel-efficient trailer tires will keep you ahead of the competition. That’s why we 
engineered the BluEarth 109L UWB: a trailer tire so efficient, it earns both the BluEarth brand and SmartWay verification. That means 
it performs where it matters most: your bottom line.

Zero-Degree Belt
The highly-durable belt package, 

incorporating our cutting-edge 
Zero-Degree Belt, assures a 

consistently stable footprint for 
long, even wear.

YOKOHAMA EMERGENCY SERVICE - 1.800.282.1570
With a multitude of services available, Yokohama is saying “YES” to your fleets’ emergency roadside tire needs around the clock 
and throughout Canada and United States.

EMERGENCY SERVICE
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445/50R22.5 20L TL 120110961 20L 176.4 14.0 15.0 17.6 39.5 13 18.2 528 18.6 10200 @ 120


